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INVITATION FOR BIDS

Sealed bids for the Streetscape Lighting until 2:00 p.m. prevailing time on Thursday, May 4,
2017 and then publicly opened and read aloud.

The Project includes purchasing of 12 street lamp heads and accessories. Contract Documents
are available at the Town’s website site at: northbeachmd.org,

Stacy Wilkerson, Town Clerk
Town of North Beach
Run Dates

4/21
4/28



BID FORM

STREETSCAPE LIGHTING
TOWN OF NORTH BEACH
MADE this day of , 20 ,
By
Business
Address
Telephone
No.

I/WE, the undersigned bidder, declare that the only person, firm or corporation, or
persons, firms or corporations, that has or have any interest in this proposal, or in the
Contracts proposed to be taken, is or are the undersigned; that this proposal is made
without any connection or collusion with any person, firm, or corporation making a
proposal for the same work; that the attached specifications and form of contract and the
drawings therein referred to, have been carefully examined and are understood; that as
careful an examination has been made as is necessary to become informed as to the
character an extent of the work required; and that it is proposed and agreed if the proposal
is accepted, to contract with the Town of North Beach, in the form in the specifications
and as shown by the drawings.

The following bid price(s) include and cover the furnishing of all materials and labor
requisite and proper, and the providing of all necessary machinery, tools, apparatus and
means for performing the work, and the doing of all the above mentioned work, in the
manner set forth, described and shown in the specifications and on the contract drawings,
within the prescribed time:

NB STREETSCAPE LIGHTING



The BIDDER hereby acknowledges receipt of the following addenda:

ADDENDA NUMBER

ISSUE DATE

No successful Bidder may withdraw his bid.

Respectfully submitted,

Signature

Printed Name

Title

Date

NB STREETSCAPE LIGHTING



STREETSCAPE LIGHTING
TOWN OF NORTH BEACH

BID UNIT PRICE
Item No. NAME DESCRIPTION QTy. BID UNIT PRICE Bid AMOUNT
Lamp Accessories
1 |California 1 25" Diameter (Cal-1) 12
2 |Top/Shade TP2 12
3 [Light Dist T4 12
4 |#of LEDS 32 (32L) 12
5 |Milliamps 530 (53) 12
6 [Kelvin 5500K (55K) 12
7 [Volts 120-277 (UNV) 12
8 [Mount Arm Mount (AM) 12
9 |Color Black 12
Options Marine Grade Finish 12
BF-2 NB STREETSCAPE LIGHTING




10 |Aluminum Ring Top 2 Cal-1 at 25" 12
1 T4 Lumens poss 12
12 |14 Lvyw 122 12
13 |Watts 54 12
14  |Architectural Arm 1 Large |AlSingle (Al1-L) 12
15 |Mounting SGL 12

Pole 5" Round (5R) 12

Color Black 12

BF-3

TOTAL BID




CALIFORNIA

SITE + ARCHITECTURAL LIGHTING

The beautiful and simple California Series
LED Pedestrian Luminaires depict not only
the California lifestyle, but the architecture of
California as well. This ornamental piece is
a delightful sight to see and a great model to
illuminate any urban, rural, retail, or park, or
campus setting.

The different caps and shades depict different
California styles and a touch of California's historic
Spanish mission era. The California Series is the
perfect selection to combine both design and
efficiency in light performance. Designed, tooled,
manufactured and assembled in the USA.

—w—— =2

__—7 .2 - STAR POWER™ OPTICAL SYSTEM

= ~_ The Star Power™ reflector is an

MADE IN U.S.A STAH OWER excellent system which provides great
Oovyred wos Ventomns - GPTICAL SYSTEM -

Arm Mount Post Top Smooth ke value and performance.
LED WATTAGE CHART
16L 32L 48L 64L 80L
350 milliamps 18w i 33w 51w 66w i 85w
530 milliamps 28w (54w 80w 102w i 128w
700 milliamps 36w 71w 104w 137w i 168w
SIZE S SIZE 1 SIZE 2
Project Name: Type:

Cat # Top/Shade LightDist. # of LEDs Milliamps Kelvin Mount Color Shields Options
California Small Top 1 i Type2 : 16(16L) : 350 ¢ 3000K 1 120-277 ¢ : Post Top : Bronze :House Side: Bird Spikes
18"Diameter :  (TP1)  :  (12) : (35) t (30K) : (UNV) : (PT) : (BRZ) : Shield : (BS)
] : ! 3232 : : : Do 1 (HSS) :
ool i ey i Typed i i 530 i 4000K i 347-480 i Arm (‘Q’v’;";e) : Marine Grade Finish
(Shade 6 + 7 Only): i (T3) : 48(e8L) : (53) i (40K) : (HV) : Mount : : (MGF)
California1 :  Top3 : : : : : (AM) : osilver ! :
25'Diameter : (TP3) @ Typed4 : 64(64L) : 700 : 5500K : * (SVR) : : Photocell
(CAL-1) : (Te) : (7 ¢ (55K) : : : : (PC)
*64L Max - : : 80(80L) : : : Hunter : *Universal Voltage 120-277
: Shade 1 © Type5 : : : : : . Green : :
California2 : (s1) : s) : : : : : (HGN) : 1 FSP-211 with Motion Sensor
30" Diameter : H : : : : : H H (Universal Voltage)
(CAL-2) : Shade2 : : : : : : ¢ Black : i (FSP-8) *For 8' + Below
*forsoL i (S2) i : : : : : : (BLK) : I (FSP-20) *For 9't0 20'
(Shade 6 Only) ! Shades : : : : : : Graphite : : (FSP-40) *For 21" to 40'
: (S3) : : : : : : . (GPH) : H
: : : : : : : : : Surge Protector
Shade4 : : : : : : i Grey : (10K)
CORN : z : : : : (GRY) : :
Shade5 : : : : : : Custom : : Acry(l::RF;lngs
(S5) : : : : : : : (Cs) :
Shade6 : : : : : : : : : Rotated Optics
(s6) : : : : : : : : : Rotate Optic Right
: : : : : : : : : (ROR)
Shade7 : : : : : : : :
(S7) : : : : : 3 : : : Rotate Optic Left
: : : : : : : : : (ROL)
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PRODUCT SPECIFICATIONS

Housing: Heavy Duty Marine Grade Cast and Spun Aluminum

with 7 shade options and 3 cap options.
LED: Luxeon Series by Lumileds

Optics: Star Power Optical System; Type 2, 3, 4 + 5 full cutoff

Watts: 18-168
Electrical: UL 1598 Listed ‘®"

PRODUCT DIMENSIONS

Driver: By Philips Advance

Kelvin: 3000, 4000, or 5500
Finish: 5 Millimeters Powder Coat
Hardware: Stainless Steel

Warranty: Standard Warranty is 5 years for Driver and LEDs

CALIFORNIA LUMEN DATA CHART
PARTNUMBER | i e | \ifw | Lumens | Lvsw | LuMEns | LM | Lumens | Lvw | Watts
TOP 1 TOP 2 CAL-S-16L-35-30K | 2250 125 2214 123 2268 126 2106 17 18
Smideth Alum. Rings CAL-S-16L-35-40K | 2430 135 2376 132 2448 136 2268 126 18
CAL-S-16L-35-55K | 2628 146 2574 143 2664 148 2466 137 18
CAL-S-16L-53-30K | 2835 105 2781 103 2862 106 2646 a8 27
CAL-S-16L-53-40K | 3051 113 2997 1 3078 114 2835 105 27
CAL-S-16L-53-55K | 3294 122 3240 120 3348 124 3105 115 27
CAL-S-16L-7-30K 3465 99 3395 97 3500 100 3220 92 35
CAL-S-16L-7-40K 3710 106 3640 104 3745 107 3745 107 35
CAL-S-16L-7-55K 3990 114 3955 113 4095 17 4095 117 35
TOP 3 SHADE 1 CAL-1-32L-35-30K | 4059 123 3993 121 4092 124 3795 115 33
CAL-1-32L-35-40K | 4389 133 4290 130 4422 134 4092 124 33
CAL-1-32L-35-55K | 4752 144 4653 141 4818 146 4455 135 33
CAL-1-32L-5330K | 5562 103 5454 101 5616 104 5184 96 54
CAL-1-32L-53-40K | 5994 111 5886 109 6048 112 5562 103 54
CAL-1-32L-53-55K | 6480 120 6372 118 6588 122 6102 113 54
CAL-1-32L-7-30K 6887 97 6745 95 6958 ag 6390 90 7
CAL-1-32L-7-40K 7384 104 7242 102 7455 105 7455 105 7
SHADE 2 SHADE 3 CAL-1-32L-7-55K 7952 112 7881 11 8165 115 8165 115 71
CAL-1-48L-3530K | 6120 120 6018 118 6171 121 5712 112 51
CAL-1-48L-35-40K | 6630 130 6477 127 6681 131 6171 121 51
CAL-1-48L-3555K | 7191 141 7038 138 7293 143 6732 132 51
CAL-1-48-53-30K | 7600 100 7448 98 7676 101 7068 93 80
CAL-1-48L-53-40K | 8208 108 8250 103 8284 109 7600 100 80
CAL-1-48L-53-55K | 8892 17 8740 115 9044 119 8360 110 80
CAL-1-48L-7-30K 9776 94 9568 92 9880 95 9048 87 104
CAL-1-48L-7-40K | 10504 101 10296 99 10608 102 10608 102 104
SHADE 4 SHADE 5 CAL-1-48L-7-55K | 11336 109 11232 108 11648 112 11648 112 104
CAL-1-64L-3530K | 7722 117 7590 115 7788 118 7194 109 66
CAL-1-64L-35-40K | 8382 127 8184 124 8448 128 7788 118 66
CAL-1-64L-35-55K | 9108 138 8910 135 9240 140 8514 129 66
CAL-1-64L-53-30K | 9894 97 9690 95 9996 98 9180 90 102
CAL-1-64L-53-40K | 10710 105 10506 103 10812 106 9894 97 102
CAL-1-64L-53-55K | 11628 114 11424 112 11832 116 10914 107 102
CAL-1-64L-7-30K 3276 a1 13204 89 3312 92 11424 84 137
SHADE 6 SHADE 7 CAL-1-64L-7-40K | 13328 98 13800 101 13464 99 13464 a9 137
CAL-1-64L-7-55K | 14416 106 14280 105 14824 109 14824 109 137
CAL-2-80L-35-30K | 9775 115 9605 13 9860 116 9095 107 85
CAL-2-80L-35-40K | 10625 125 10370 122 10710 126 9860 116 85
— CAL-2-80L-35-55K | 11560 136 11305 133 11730 138 10795 127 85
16 f CAL-2-80L-53-30K | 12160 95 11904 93 12288 96 11264 88 128
8 CAL-2-80L-53-40K | 13184 103 12928 101 13312 104 12160 g5 128
‘ CAL-2-80L-53-55K | 14336 112 14080 110 14592 14 13440 105 128
Cal-S at 18" CAL-2-80L-7-30K | 14952 89 14616 87 15120 90 13776 82 168
Cal-1 at 25" EPA | CAL CAL-2-80L-7-40K | 16128 96 15792 94 16296 a7 16296 97 168
Cal-2 at 30" single | 27 CAL-2-80L-7-55K 17472 104 17304 103 17976 107 17976 107 168
I 1
c@us
LISTED
701 Kingshill Place, Carson, CA 90746 nislighting.com
LIGHTING Call Us Today (310) 341-2037
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ARMS

| A | o A
T"“'_“— i ‘Ai—;
B B | ;
A1 Single ' N | - C

L. A1 Single A1 Wall Mount

MODEL A B (5 EPA SGL | EPA DBL | EPA WM
; ; 176" @

ATS | 17in 12000 Gappinsonag | 18 | 30 | 12
; ; 176" @

AT-L) | @6iin) | B8N Geijpinsora | 05 | @m0

A1 Double 180 _—
A1-XL

. . 23" @
26in. |38in.| s | 12 | 19 |

Architectural Arm 1 is constructed of extruded
aluminum tubing. Integrates with poles or tenons of o
3-1/2", 4", 4-1/2", or 5" OD and is secured with 3/8" OB N et
stainless steel Allen set screws.

a2 inAﬂscmo) S\
Contact NLS for custom configuration or others

‘ L L mounting options. Arms are designed, tooled, fabricated
A1 Wall Mount ,

7 5 .!_A and assembled in the USA.

1.9
T
24.00
|

Project Name: Type:

Mounting Pole or Tenon Diameter
Single 3" Round Bronze (BRZ)
Architectural Arm 1 Small : (set) : (3R) : White (WHT)
(A1-S) E Double 180° : ? f
: (D180) 4 (F;%U)nd § Silver (SVR)
................................................. Wall Mount Ao : Black (BLK)
: (WM) : (412R) : Hunter Green (HGN)
Architectural Arm 1 Large ] : : i PH
(A1-L) : : 5" Round : Graphite (GPH)
: : (5R) Grey (GRY)

Custom (CS)

701 Kingshill Place, Carson, CA 90746

LIGHTING Call Us Today (310) 341-2037 nislighting.com
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